
 
 

Connecting Rods Installation Instructions 
1. The first thing you need to do when you get the bolts is to measure them so you are sure you have the correct size. 
2. Always apply ARP moly lube on the threads and under the head of the bolts when torqueing. 
3. Please note that many bolts may look alike but have differences. After you have measured the bolts, then you must clean the 

threads of the   rods and bolts very well. Install rods by positioning cap and beam into alignment. 
4. Each rod is numbered and MUST be assembled with the same number on the cap and beam. 
5. Sequentially torque bolts to specified torque NOT to exceed maximum. 

Rod Torque / Stretch Specs 

Material  
1              

Thread Size 
(in.) 

2                                          
UHL                 
(in.)  

3                                    
Thread Length                   

(in.) 

4                                        
Grip Length                      

(in.) 

5                                         
Head Height                           

(in.) 

6                                       
Wrench Size                       

(in.)            

7                              
Collar Diam.                

(in.) 

                                
Recommended 
Torque  (ft/lb)         

ARP2000 5/16 1.500 0.550 0.150 0.348 3/8 0.526 25 

ARP2000 3/8 1.500 0.550 0.100 0.388 7/16 0.555 45 

ARP2000 3/8 1.600 0.600 0.100 0.388 7/16 0.555 45 

ARP 8740 7/16 1.600 0.600 0.200 0.388 7/16 0.644 60 

ARP L19 3/8 1.500 0.550 0.100 0.388 7/16 0.555 60 
 

 
Limited Warranty: 
A. Due to the nature of performance applications, ZRP products are sold without any express warranty or implied warranty. 
B. ZRP products are warranted to be free of defects in original material and workmanship for 30 days from date of original invoicing. This warranty is 

not valid on products that have been modified in any way, or show evidence of misapplication, heat, improper installation, abuse, or lack of proper 
maintenance. 

C. Drakos Ltd., as a distributor ZRP products, shall not under any circumstances, be liable for any special, accidental, or consequential damages 
including, but not limited to, damages, lost profits or revenue, property damage or personal injury (including death), cost of purchased or 
replacement goods or claim by customers of the purchaser, which may arise and/or result from sales, installation or use of the parts. 

D. ZRP parts, tuning parts, and other accessories are generally delivered without TÜV testing and are only for use in specialized racing vehicles. 
E. Licensing for use on normal road vehicles is not part of any agreement. 
F. If a product is found defective, this product at Drakos Ltd. option, as a distributor of ZRP products, will be replaced or repaired at cost to products 

only, excluding labor and other related incurred costs. All defected products must be returned to Drakos Ltd., by post prepaid within the 30 day 
warranty period. 

G. In line with our policy of continuous product development, the exact specifications of the kit may vary. We do reserve all rights to change any 
specification without prior notice. All rights reserved. 

H. In the case that any claim occurs, it will be the responsibility is the Hellenic courts which operate under Greek law. 

Return Policy: 
All returns must be sent prepaid, in original packaging in an additional box, not installed, and accompanied with the original invoice number and dates 
of each item returned for credit. We suggest you use a traceable Mail service and insure your parts against loss. 
A. If an error was made by Drakos Ltd –Distributor of the producer of ZRP products, upon reception of the item, Drakos Ltd –Distributor of ZRP 

products will reimburse the customer for shipping costs. 
B. If an error was made by the customer, a 12% restocking fee will be imposed upon the cost of the item in question. 
C. No cash refunds .Credits issued can be applied to new or existing orders. 
D. Custom products are not returnable 

DO NOT RETURN ANY PACKAGES WITHOUT CONTACTING US FIRST 

If you have any questions please contact us between 9:00 a.m thru 4.30 p.m GMT+2 Monday thru Friday 
Tel:+302111830881|Fax:+302108813733 Web: www.zrp-rods.com  / www.zrpracing.eu Email: info@zrp-rods.com 

We recommend to only using the supplied ARP Ultra 
torque fastener assembly lube. This lube reduces friction 
about 25-30% in comparison to engine oil. The above 
mentioned values are valid only if the thread and seat 
area of the bolt has been lubed properly 

 


